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WOOZEN - Installation Guide
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Item Image Size (mm) Material Remarks
Joi , 45(W)*38(L)*21.6H) -
oist Clip 15T Aluminium For DN34
For DN34
45(W)*67(L)*21.5(H
Start Clip Wy er(L) ) Aluminium (Start, End Plate
1.5T Mounting Clip)
Joi , 45(W)*38(L)*21(H) -
oist Clip 19T Aluminium For DN33
60(W)*65(L)*10(H) For DN33
Start Clip 1.6T Aluminium (Start, End Plate
Mounting Clip)
45(W)*38(L)*18(H
Joist Clip 1 5(T y38(L)"18(H) Aluminium For DS27, DS25
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Install Frame

0 Joist Clips
Deck Installation



Install steel pipe frame vertically at firstandth  en

Install horizontally Install steel pipe for side finishing
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dl steel pipe need to be coated by zinc to prevent fro  m rust



Mount Start Clip
at starting point



Mount Start Clip at ending point
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foam layer to prevent from bending

Fixing foam layer on cutting edge of WOOZEN isto b  e(for decking, siding, louver, fence etc.)



Item Image Size(mm) Material Remarks
_ _ 50(W)*36.1(L)*15.8(H) . For SN12,
Joist Clip % 15T Aluminium SN12A
i For Corner
AL I 45(W)*25(L)*25(H S
molding S(W)*25(L)*25(H) Aluminium | Finishing
(one side) 1.2T .
(one side)
AL molding 65.5(W)*40(H) - For Corner
. Aluminium Finishing
(two side) 1.2T (two side)
AL molding 51.2(W)*35.5(L)*41(H) For Finishing
, Aluminium of window
(Window) 1.2T edge
12(W) ¢132(L) ¢5(T) -
Foam Layer 12(W) ¢197(L) ¢5T(T) EVAFoam | [orFixingon
y ¢ ¢ cutting edge
Hole Cap @ 10.5 Aluminium For mending




Anchor steel pipe with leveling side and top of the wall

Steel Pipe Anchor Bolt

dl steel pipe need to be coated by zinc to prevent fro  m rust



Install steel pipe frame for fixing WOOZEN Sidingo  n the wall

Basic distance : 600mm(horizontal), 1200mm(vertical )



Fix molding by vis fit to end of steel pipe

Fix corner molding by vis

Pipe

WOOZEN
Siding

Foam Layer
molding

one side molding

two side molding



Install WOOZEN Siding using joist clip Mount joist clip and fix Siding

Install
Order

Install Order

Vis Position



Install WOOZEN Siding at end plate

2. Put Siding inside

1. Fix on pipe

2. Put Siding inside

1. Fix on pipe



Finishing window edge using window edge molding (if it is needed)

Window edge molding
caulking

Window edge

molding window frame
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caulking
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window edge molding



ltem Size (mm) Material Remark
45(W)*69.9(L)*123(H
Fixed Bracket 5 ?fT ) L H) Steel For LN43, LN43A
Finishing Ca 73(L)*43(W)*20.5 WOOZEN For LN43(L73)
gtap 150(L)*43(W)*20.5 (WPC) For LN43A(L150)

Reinforcement

C Shape-Steel

W)*30(H)*1.2T t For LN43, LN43A
Steel Profile 60(W)*30(H) (Cog ed by or LN43, 3
Zinc)
D 72(L)*42(W)*5T For LN43(L72)
Foam Layer EVA Foam
m 147(L)*42(W)*5T For LN43A(L147)
Measurement 350*120*45 Optional Sales

Tool




Install anchor bolt s on wall
* The distance between anchor bolts (Standard)
: 1500mm(Horizontal), 1200mm(Vertical)
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Put “L-Clip” on anchor bolt and fixed by nut L /\ Installation Point (fixed by Anchor blot)

Install Steel Pipe on “L-Clip” Vertically by weldin g

Lay anti-rust paint on every welding parts
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If you want to mount bracket on edge of louver If you want to mount bracket on center of louver,

Incise into about 100mm ( 3mm) by hand-trimmer Incise into about 76mm(  15mm)

or cutting tool

If you want to mount bracket on the spot where two louvers And then, insert reinforcement profile into louver

are connected, Incise into about 25mm( 3mm) each other Push in Bracket along a hole of reinforcement profi le



Measurement Tool

Fix Bracket & Riveting
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Make an hole where you want to mount a bracket
If you use a special measurement tool, you can
do it easily.



Install Louver by standard distance (82mm, Vertical ly)

* The distance can be varied according to construct ion plan



Install Finshing Cap
You have to cut reinforcement profile 25mm lesstha  n normal size

(in case of putting on louver finishing cap)

Corner Finishing

Bracket
Steel Pine

Woozen Louver(LN43)

Finishing Cap



Item Image Size (mm) Material Remarks
Enforcement Plate : 160*160 Steel
. ) , For Post
Profile Pipe : 75*75*1200(H) (coated by Zinc)
>
% Inch
Anchor Bolt Steel
12.7, L100
Steel
Movable 81.5*51.7*27.5 Movable
(coated by .
Bracket 51.7*81.5*55.5 . Left-Right
Aluminium)
Steel
Movable 81.5*51.7*27.5 Movable
(coated by
Bracket 51.7*81.5*55.5 Up-Down

Aluminium)




ltem Size (mm) Material Remark
Fixed Bracket Horizontal
110*50*33 Aluminium
(110X50)) Fence Type
Fixed Bracket .
80*80*33 Aluminium
(80X80))
Heal(Top)-Ca 1057105754 Aluminium
(Top)-Cap 175%175*60
Bottom-Cap 103.5*%103.5*50 Aluminium
(Skirt) 174.2*174.2*60
- 55.6*25.6*40 .
. g % %! Vertical
Fixed Bracket K{’ ZNZ W N 2.3T Steel
<P ’Qg 'ﬂ% Fence Type

0, 15, 30 Degrees




Item Image Size (mm) Material Remark
. C Shape-Steel
Reinforcement .
. 60*30*1.2T (Coated by For Railing
Profile .
Zinc)
50*25*920
Vertical Fixed 5 For FC201,202
Rail (Option)
EVA
Foam Layer D 12*42*5T
Foam
Aluminium
Solar Light Case
d 105*105*54 ( ) Option
Cap +

Solar Light




Post Reinforcement Profile

Install Fence Post (By distance 1,500mm)

Woozen Post
(PN97)
Post Reinforcement i """" I;(_)-s E ----- LE
| Reinforcement !
Woozen Post(PN97) i“\;\/_(;(;;;ah _|;>;) _s _t --E
Anchor Bolt E Bottom i
 Cap |




Fix Railing (Use Fixed Bracket for assembling raili  ngs)

Installing Vis

Railing

Fixed Bracket(for railing)



Install Head(Top)-Cap

Head(Top)-Cap

bolt




Movable Bracket /Up-Down (For Slope)

Movbale Bracket/Left-Light

Movable Bracket
(Up-Down Type)



